MICHIGAN DEPARTMENT OF CONSUMER & INDUSTRY SERVICES
FIRE SAFETY COMPLIANCE RECORD
(For Large/Small/Secure Child Caring Institutions)

g Ulnsulad

PART 2- Inspecting Agenc
PART 3- Applicant/Licensee

FACILITY/BUILDING NAME

FACILITY TYPE
[ Large (16-up} [ Small (7 fo 15) [] Secure

LICENSE NUMBER

INSTITUTION NAME CAPACITY BEHAVIOR MANAGEMENT ROOM STATUS
[ Yes [ No
[INSTITUTION ADDRESS (Number & Strest) REASON FOR INSPECTION
[ Original [ Renewal O interim
CITYNILLAGE ZIP CODE .
1 Follow-up O Complaint [ Other

THE STATEMENTS WHICH APPEAR OPPOSITE EACH RULE NUMBER ARE BRIEF SUMMARIES AND ARE NOT IDENTICAL TO
THE ADMINISTRATIVE RULE. THE COLUMNS ARE TO INDICATE WHETHER THE BUILDING IS DETERMINED TO BE IN
COMPLIANCE, OR IN NCN-COMPLIANCE OR NOT APPLICABLE (N/A) WITH THE RULES. Each time that the non-compliance

column is marked, please comment using Form BRS-1568.

TYPE OF CHILD CARING INSTITUTION

RULE

LARGE

SMALE

SECURE

Comp.

Non-
Comp.

N/A

Comp.

Non-
Comp.

N/A

Non- [ N/A

Comp.

Comp.

Rule 506 Fire drllls and telephone.

(1) There shall be quarterly fire drills for each staff shift. Two drills shalf include
evacuation unless approved in writing as contraindicated. Drills shall ba
conducted at different times of day and night where there are 24 hour staff
shifts. Records shall be maintained of drills giving date, time, and where
evacuation was part of the drill, the approximate evacuation time ...........

Tetephone or other suitable means of communicating alarm of fire to the fire

depariment shall be provided. Telephone numbers of the fire department

shall be posted by all telephones ...,

Rule 508 Facility location.

New and converted facilities shall not be established within 300 feet of an above

ground storage tank containing flammable liquids used in connection with bulk

plants, marine terminals, aircraft refueling, or similar hazards .............ccco.......

Rule 510 Facilities with sleeping rooms above sacond fioor.

All fagilitios with sleeping rooms above tho second fleor ahall comply with the

requirements of a secure facility with the exception of Rule 522(c) .................

Rule 512 Combustible materials and decorations.

(1) A facility shall be kept free of all combustible materiais not necessary for
operation

{2) Combustible decorations are not permitted in a facility with the exception
of personal antwork and decorations of residents are permitted up to 6
square feet of wall space in areas other than means of egress and
NAZATNUOUS BIBES ...ooooiccinricrmiciiiianieisistaensceerasrssssamnee s sesnasssssssnsssssnsenssbens

Rule 513 Basements as sleeping rooms prohibited.

A basement shall not be used as a sleeping rOOM ......ccevveeeiiecrernirnsecene s

Rule 515 Electrical.

Newly constructed, converted or remodeled facilities shall have eiectrical wiring
and oquipment installod in ascordance with provisions of the NFPA pamphlet no.
70, 1978. An electrical certificate of approval shall be obtained from a qualified
electrical inSpection AUHOMLY ...
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FAGILITY/BUILDING NAME

LICENSE NUMBER

TYPE OF CHILD CARING INSTITUTION

LARGE SMALL SECURE
RULE Comp.| Non- | N/A |Comp.| Non- | N/A |Comp.| Non- | N/A
Comp. Comp. Comp.

{2) In existing facilitieg, electrical wiring equipment acceptable at the time theso
rules take effect shall continue to be approved until the facility or portion
thereof is remodeled or converted. When a portion is remodeled or converted
only the portion remodeled or converted need comply with subrule {1} of
this rule. The electncal service shall be maintained in a safe condition.
When conditions indicate a need for electrical inspection, an inspection shall
be required and a copy shall be maintained at the facility. Any deficiencies
noted in the inspection shall be corrected and a new electrical inspection
shall be obtained ...

Rule 517 Facility construction.
{1) A new, substantially remcdeled or converted large or secure facility shail be
one of the following types of construction per NFPA pamphlet no. 220, 1979:
(@) Type 1443 or 332 or fype 1 222 ..ot
(b} Type Il 111, type Il 211, type IV 2HH, or type VIl up to 2 stories. A
basement and second story of these types of construction require
complete sprinkler protection ...
{c) Type Il 000, type Il 200, or V 000 up to 2 stories with all stories
completely covered by sprinklar protection ... e

(2) New, converted, and substantially remodeled small facilities shall be at
least frame construction and shall be fire stopped at all wall and floor
junctures and all wall and ceiling junctures with not less than 2 inch
ROMINAD IUMBBT L.viiie i er et es s et s s s s e s eee

Rule 520 Interior finish.

{4) Paints or coatings containing, plastics, polyurethane, or epoxies may be
used on noncombustible surfaces without proof of classification if not applied
in excess of 8 mils, wallpaper may be 1/28 of an inch in thickness ........

(5} In newly constructed, remodeled or converted facilities, interior finish
classifications shall be that of the basic material without regard to

subsequently applied paint or other covering in an attempt to meet
ClasSIfICALION ........o e e ece e ce e e e ere s s sre s e s sarrrans

(6) In existing facilities where the interior finish does not comply with subrule (5)
and whera the interior finish is applied to or not furred out more than 1 inch
from a continuous noncombustible backing, the intetior finish may be protected
by an approved fire retardant coating so as to meet the interior finish
FROUIrSMENTS ...

{7} Interior finish materials shali be as follows:
(a) In small and large open facilities without a sprinkier system, class A or
B in exitways and class A in behavior management rooms and class
Cin all others areas.........cco.oovirvvicciiiie et e
(6) In open facilities with a sprinkler system, at least class C throughout
except in behavior management rO0M ....c.c.vuvicineieeeeveececeme e eree e
(€} In secure facilities, class A throughout ..........ccccveccencin e

Rule 522 Fire protection.
Fire protection shall be provided in all facilities as follows:
{a) In a small facility an attendant who is awake, dressed, and on duty
24 hours a day; complete sprinkler protection or compliance with
RUIE 523 ...t v v e e
(h) In alarge facility an attandant who is awake, dressed, and on duty
24 hours a day; complete sprinkler protection or compliance with
Rule 524 . e

]

]

]
]
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FACILITY/BUILDING NAME

LICENSE NUMBER

TYPE OF CHILD CARING INSTITUTION

LARGE SMALL SECURE
RULE Comp. | Non- | N/A |Comp.| Non- | N/A [Comp.| Non- | N/A
Comp. Comp. Comp.

(¢} In a secure facility an attendant wha is awake, dressed, and an duty
24 ROUMS 8 TAY oo s tsssmt v sease s smee s sessssanssesesrae

Rule 523 Fire detection; small facilities.

{1) Newly vunstrucled, remodeled or converted small facliities electing to provide
fire protection by fire detection shall be protected throughout by at least
battery operated ionization fire detection devices in all sleeping rooms and
areas except kitchens and bathrooms. Detection devices shall comply with

the following:

{a) Be listed and labeled by a nationally recognized testing
JEBOTALOIY .o e en e st smesa bt s

{b) Be installed in accordance with manufacturer's and test
SPECITICANIONS ..ot e e e et ne

() Be cleaned and tested quarterly with a record of the cleaning and
1ESHING Lo s

(d) Provide a signal when batteries are not providing sufficient power and
when batteries are mMiISSiNG ..o e aene

(2} Devices required by subrule (1) which signal low power or hattery missing
shall be immediately restored to full power. There shall be at least a 10%
supply of extra batteries maintained at the facility for the total number of
battery operated devices in the faCility ...........ccovvcincciiiiniciiniecre e

{3} In existing small facilities, detecticn approved before these rules take effect
shall continue to be approved until the facility or portion thereof is remodeted
or converted. The existing detection system shall be maintained in proper
working order and tested at least quarterly with a record maintained of the
1BSHNG o s e ena s

Rule 524 Fire detection; large facilities

(1) In newly constructed, remodeled or converted large facililies electing to
provide protection by detecticn shall be equipped with a 100% coverage fire
detection system, tested and fisted by nationally recognized, testing laboratory,
installed in compliance with NFPA pamphiet no. 72A, 1979, NFPA pamphlet
No. 72E, 1878, and these rules except that wiring and equipment shall
comply with NFPA pamphlet No. 70, 1978 ...........c.cooei e

(2) In new, remodeled or converted large facilities the power supply for the
automatic detection system shall be from an electric utiiity and shall be on
a separate circuit fuse ahead of the main building service switch. A secondary
power supply shall be provided which will mainiain the system in operation
in the event of a fire and will sound the alarm signaling units for a five
MINULE POROH ..o s e eessae s e s nan e sansnene

{3) tnanew, remodeled or converted large facility where an automatic detection
system is required the devices shall comply with the following provisions:
(a) Be installed in all areas other than small bathrooms containing a single
water cloget and lavatery, small closets less than 20 square feot and
similar spaces. Devices shall be spaced per recommendation of the
MANUFACUTET ...ttt s e ensan
(b) Shall be smoke detectors, except heat detectors may be installed in
aftics, kitchens, bathrooms, attached garages, and heat plant rooms.
Heat detectors shall be fixed temperature rate of fise .....c....e..........

(4} In a new. remodeled or converted facility. an automatic: fire detection system
shall be an electrical, closed circuit, self-supervised system which gives a
signal in a staff-occupied area when trouble occurs in the system including
1085 Of POWEN SUPPIY ....cooiiitiie et e e
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FACILITY/BUILDING NAME

LICENSE NUMBER

TYPE OF CHILD CARING INSTITUTION

LARGE SMALL SECURE
RULE Comp.| Non- | N/A |Comp.| Non- | N/A [Comp.| Non- | N/A
Comp. Comp. Comp.

{6)

@

In existing large facilities. fire detection approved before these rules take
effect shall continue to be approved until the facility is converted or a portion
thereof is remodeled ...

Automatic detection systems. fire alarm systems, and fire detection systams
shall be maintained in proper working condition. When problems occur they
shall be immediately remedied. When a system is rendered inoperable staff
shall be awake and on duty until the system is again operable.............

Rule 527 Sprinkler systems.

m

@

@

@

8

A required sprinkler system in a new or converted facility shall comply with
NFPA pamphiet no. 13, 1980. Where there is no adequate water from a
community water system and the area to be protected oxceeds 20,000
square feet a special pressure tank supplying water for the sprinklers shall
be provided as per NFPA pamphlet no. 22, 1978. The tank shall be enclosed
in at least a hour fire resistant rated structure or room ..o,

All required sprinkler systems shall be inspected and tested and all other
mairntenance performed as specified in NFPA pamphlet no. 13A. A record
shail be maintained of these INSPections ..............c..coooooieiiece e

A sprinkler system in an existing facility approved before these rules take effect
shall continue to be approved until the facility or portion thereof is remodeled,
converted or expanded. The system shall be maintained in accordance with
standards applicable at the time it was originally approved .......cccccvveeeeeeeeenes

Where an existing facility is remodeled or converted and the remodeling,
conversion or expansion results in the existing sprinkler system not providing
adequate protection, fire protection shall be provided by extension of the
current system where it is possible or a new sprinkler system shall be
installed in the affected area ..o

Sprinkler piping for an isolated hazardous area which can be adequately
protected by not more than 2 sprinklers may be connected directly to the
domestic water supply at a point where a minimurn 1 inch supply is available.
An approved OS and Y valve and check vaive shali be installed ............

Rule 532 Fire extinguishers.

M

@
@

4

5

(8)

All required fire extinguishers shall be maintenance checked once a year
with a tag or label attached indicating the month and year and identifying
the person or company performing the Service ... e

All required extinguishers shall be recharged after use ..........ccvevivonene...

A minimum of 1 approved extinguisher shail be provided for each fioor and
immediately adjacemt to kitchens, combustible-type heating devices, and
incinerators. Additional extinguishers may be required to assure that it is not
necessary to travel more than 75 feet to an extinguisher ...............ccoeuee.

Extinguishers shall be mounted with the bottorn at least 4 inches off the floor
with the tops no higher than 5 feet off the floor. Where programmaticatly
indicated the required extinguishars may he behind locked doors cleardy
labeled “Fire Extinguisher” if all staff carry keys 1o the doors....................

In new, remodeled or converted facilities extinguishers shall be at least
BATO-BIC o i e e et e e e s

In existing facilities previously approved extinguishers will continue
to be approved if they are maintained in the area for which they
WEBTE ADPIOVET ..o e rereceanaee s e eesses e e sssesssna s se s aassssmesesasssmsnes
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FACILITY/BUILDING NAME

LICENSE NUMBER

TYPE OF CHILD CARING INSTITUTION

LARGE SMALL SECURE
RULE Comp.| Non- | N/A |Comp.| Non- [ N/A |Comp.| Non- | N/A
Comp. Comp. Comp.

Rule 535 Fire alarm.
(1} All new and converted large and secure facilities shall have a fire alarm with
fire alarm pull stations at each exit on each fioor .......cccceveeeeeeee e

{2) Al new and converted small facilities with residents sleeping only on one
floor shall have at least a fire alarm device. Such facilities with sleeping on
more than one fioor shall have a fire alarm system with at least 1 pult station
on each level ...

{3) Fire alamm systems and devices in existing facilities shalt be maintained in
proper working order and shall continue to be approved until the facility is
remodeled or CONVEME ........c.co.veereceeeeceie e

Rule 538 Means of egress.
(1) Al required means of egress shall be maintained in an unobstructed sasily
traveled condition ... ... e

(2} In existing facilies each resident occupied room shall have access to at
least two independent properly separated approved means of egress or
have a door leading directly to the outside at grade ........c....covvrreeevnnns

(3} In multi-stery secure and large facilities at least one of the means of
egress from each floor shall be direct to the outside or shall be through
an enclosed stairway separated from exposure from the floors below and
which exits directly to the outside at grade or a previously approved
BSCAPE WINAOW ..o et e eeee e e

(4} In a small facility where ambulatory residents use a floor above the street
level one of the two required means of egress may be an approved escape
window from each resident occupied room providing direct access to the
ground with a sill height not more than five feet above the ground or which
provides access to an approved fire @SCaAPE ..o

(5} In newly constructed, remodeled or converted facilities each resident occupied
story including a resident occupied basement, shall have not less than two
independent approved means of eqress separated by not less than 50% of
the longest dimension of the story. Resident sleeping rooms where possible
shall be located between approved means of egress. Where not possible
each exit shall be arranged so no cortidor or aisle has a pocket or dead end
exceeding 20 feet with not more than 4 residents having sleeping rooms
with exit access on such a corridor. There shall be no hazardous areas on
dead-end COMMOOS OF AISIES ..ottt see e e

(8} In newly constructed, remodeled or convertad large or sesure facilitios
additional means of egress shall be required if the maximum possible
occupancy exceeds 100 residents per story. There shall be at least one
additional means of egress in such cases for each additional 100 residents.
The additional means of egress shall be such that it is not necessary to
travel more than 100 feet from the door of a resident occupied room to
reach the nearest approved protected exitway from that story ...............

{7) An elevalor shall not be approved as a means of egress .......o...ccvuvveeen.

(8) Means of egress shall not be used to house residents or for storage of any
kind and shall not be obstructed or hidden from view .............c.ccccee..ee.e.

(9) Each required means of egress from floors where non-ambulatory residents
are permitted shalfl discharge at grade or shall be equipped with a ramp
which terminates at grade. The ramp shall not exceed 1 foot of rise in 12
teet of run and shall have sturdy handrails. There shall be sufficient room
at grade to permit movermnent to a safe distance from the facility ............

O

O
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FACILITY/BUILDING NAME

LICENSE NUMBER

TYPE OF CHILD CARING INSTITUTION

Rule 540 Stairways, halls and corridors.

(1) In existing and small facilities all stairs and other vertical openings shall
be enclosed with materials equal in fire resistance to the standard partition
construction of the building, if such partition construction is at least
standard lath and plaster. There shall be a 1 3/4 inch solid wood core
door with self-closing device and latching hardware forming an effective
fire and smoke separation or each sleeping room on the second floor
shall be equipped with at least a 1 3/4 inch solid wood core door with
JAICHING NAFAWATE ..ot

{2} Inall new and converted large and secure facilities stairways shall be enciosed
with materials of at least fire resistant rating specified by NFPA pamphiet no,
220, 1979, for the type of construction. All other vertical openings through
ficors shall be fire-stopped with like materials .. e

(3) Where a facility has 2 or fewer levels with both levels existing at grade, and
where the elevation between levels does not exceed 4 feet, the building
shall be considered 1 story and enclosure shall not be requlred between
levels

(4) Stairways in new and converted facilities shall have treads and risers of

uniform height and width, with treads not less than 9 /2 inches deep
exclusive of nosing, and risers not more than 7 3/4 inches high ............

(5) Stairs in new, remodeled and converted facilities shall change direction only
by use of intermediate landings and not be variance in tread width. Sturdy
and securely fastened handrails located between 30 and 34 inches measured
vertically above the nose of the fread shall be provided ...........c.ccc.........

(6) Stairs in existing facilities approved before these rules take effect shall
continue to be approved until the building or portion therefore encompassing
the stairway is remodeled ..o e

(7) An outside stairway or fire escape used as part of an approved means of
egrese chall be protocted againet fire in the building by blank or closed walls
directly under and for 6 feet in all directions. Stationary windows of wire
glass are permitted ...

(8) In newly constructed small facilitics, halls, corridors, aisles and stairs used
as part of a8 means of egress shall not be less than 44 inches wide and not
less than 36 inches wide in converted small facilities except as required by
TUIE B3B{I0) .ottt e e

(9) In newly constructed and converted large and secure facilities, halls, corridors
and aisles used as part of an exitway shall be at least 5 feet wide and 90
inches in height, and stairs shall be not less than 4 feet wide ................

Rule 543 Doors.
(1} Doors to required means of egress shall comply with all of the following:

{a} De side-hinged and installed at floor level ..o

{by Be not less than 36 inches wide in new converted large and secure
facilities and new small facilities, and not less than 30 inches wide in
remodeled and convered small facilities exvept as required by rule
B3B(10) ..ot e e e e s aava b s smnnes

LARGE SMALL SECURE
RULE Comp. | Non- [ N/A {Comp.[ Non- | N/A ]Comp.| Non- | N/A
Comp. Comp. Comp.
{10) In a small facility housing 1 or more non-ambulatory or wheelchair residents
required exitways forming part of the means of egress from the portion of
the facility housing such residents shall not be less than 48 inches wide in
a new facility and not less than 44 inches wide in a converted facility with
doors a minimum of 36 INches WIde ... e veianan 1 D ] M | D ] D D

BRS-2424 (Rev. 01/98)
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FACILITY/BUILDING NAME

LICENSE NUMBER

TYPE OF CHILD CARING INSTITUTION

(4) Interior doors to an enclosure which is required to have not less than
1 hour fire resistant rating shall be B-labeled fire doors in labeled
frames and shall be eyuipped wilh positive latching hardware and self-
CloSing deVICES ... e et

Rule 545 Behavior management room.
(1) A behavior management room shall be approved in writing for such
use by the fire inspecting authority and the licensing authority ........

(2) A behavior management room shall be constructed to allow for both
visual and auditory supervision of a resident..........coceiiiniceeeicnas

(3) A behavior management room shall have walls and ceilings made of
noncombustible materials ...

(4) A behavior management rcom may have 1 approved locking against
egress device on the door if a staff person is immediately present and
awake and in possession of a key for the door Iockmg device when
the room is in use ..

Rule 546 Partition construction.

In new, remodeled or converted large and secure facilities rooms shall be
separated trom corridors used as a means of egress with partition
construction which extends to the floor or deck above and which affords at
least a 3/4 hour fire resistant rating. Doors shall be at least 1 3/4 solid
wood core. Any glass in these partitions including door shall be wired glass
not more than 54 inches in any one lineal dimension and not more than
1,296 squire inches. This rule does not apply where the type of construction
requires more restrictive separation ... e

Rule 548 Large and secure facilities; lighting in means of egress.

(1} In large and secure facilities, halls, stairs and means of egress shall
be constantly lighted. Exit signs shall be installed over each required
exit. Exit directional signs shall be provided where exits are not readily
visible in means of egress. In new and converted large and secure
facilities the circuits for this lighting shall be installed ahead of the
main power diSCONNBOT ... et e e

(2} In new and converted multiple story large and secure facilities there shall
be a system of emergency backup capable of maintaining required lighting
for not less than 24 hours in the event of a power failure ..................

LARGE SMALL SECURE
RULE Comp.| Non- [ N/A |Comp.| Non- | N/A JComp.| Non- | N/A
Comp. Comp. Comp.
(c) Be at least than 78 inches hlgh in new, remodeled and converted
facilitios . g/t Oolociglogogliolo
(d) In large and secure facilities doors shall be hung to swing in the
direction of egress except doors to smgle occupant rooms and
pathroomsg . El D I:l [:I I:I D
(e) Be equipped with at least knob-type, properly operating, approved,
pasitive latching, non-locking against egress hardware except as where
otherwise provided by subrule (2) of this rule and rule 545 ............. D D |:| D [:l |:| [:] |:| D
(2) In secure facilities locking hardware is permitted if resident sleeping
rooms are equipped with approved electric locks, or if there are staff
present and awake, fully dressed, on duty, and in possession of keys
to release residents ... e D |:| |:|
(3) Doors entering stairs and other vertical openings and doors to fire rated
enclosures shall not be held in an open position at any time .............. D D D D |:| |:| D

BRS-2424 (Rev. 01/58)
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FACILITY/BUILDING NAME

LICENSE NU

TYPE OF CHILD CARING INSTITUTION

LARGE SMALL SECURE
RULE Comp. | Non- | N/A |Comp.| Nen- | N/A |Comp.| Non- | n/a
Comp. Comp. Comp.

Rule 550 Elevators and dumbwaiters.

Elevator and dumbwaiter shafts shall be completely enciosed by noncombustible
materials with a fire resistant rating of not less than 1 hour. Doors and frames
servicing elevators and dumbwaiters shall be B-labeled fire doors and installed
in labeled fire frame construction and shall be reasonably smoke tight when the
doors are closed. Glass side lights, transoms, and panels above the doors shall
be wire glass and not exceed 100 square INCHES ....c.ccvcveceeei v

Rule 552 Heating devices and flame producing devices.

(1) In large and secure facilities and all newly constructed and converted
facilities, flame producing type heating devices and incinerators shall be
in at least 1 hour fire resistant enclosure with adequate combustion air
provided directly from the outside. Fire dampers are not required in ducts
penetrating this enclosure ...

(@ In existing small faciliies, flame producing type heating devices and
incinerators approved before these rules shall continue to be approved with
regard to enclosure or lack of enclosure until the portion of the facility
containing the flame producing device is remedeled. Doors and other safety
device factors shall be maintained in proper working order ...........ccuennee

{3) Electric heat shall be installed in accordance with the manufacturer's
specifications and shall be of a type approved by a nationally independent
1@SHNG [ADOALONY ...

{4} Portable heaters and space heaters, including solid fuel heaters, are
Prohibited .......cceee i

{5) A fireplace is permitted if it is masonry and has an approved glass door
shielding the opening and a noncombustible hearth extending 16 inches
out front and 8 inches beyond each side of the fireplace opening and a
nencombustible face extending at least 12 inches above and 8 inches to
the side of the fireplace opening with masonry chimney constructed with
approved fIug lINBIS ... e e et e

(6) A heating plant room shall not be used for combustible storage or for a
maintanance shop unless sprinklered ...

(7) Aturnace and other flame producing unit shall be installed in accordance
with manufacturer’s and test specifications and vented to a chimney
which i¢ constructed of bricks or solid masonry, or reinforced concrate
which has an approved flue lining and is properly erected and maintained.
A bracket chimney is not permitted. A prefabricated chimney bearing the
label of nationally recognized testing laboratory installed and used in
accordance with the manufacturer and test specificatione ie pormissible
if it is compatible with the heating unit or units connected to it. Only gas
and oil fired units may be connected to a prefabricated chimney ......,,

Rule 554 Air handling equipment.

(1) In newly constructed or converted large or secure facilities air conditioning,
warm air heating, air cooling, and ventilation systems shall comply with
NFPA pamphlet no. 90A, 1978 ...

(2) In newly constructed or converted large or secure facilities fan and air
handling equipment used to recirculate in more than one area or room
air shall have a thermostatic device with a setting of not more than 125
degrecs Fahrenheit or an approved aulomatic smoke detector located at
a suitable peint in the return air duct ahead of the fresh air intake, the
actuation of which shall open the electrical circuits supplying the fan
motor. The fan room shall not be used for any other purpose except
housing other mechanical eqUIPMENT ... e e

BRS-2424 (Rev. 01/98)
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FACILITY/BUILDING NAME

LICENSE NUMBER

TYPE OF CHILD CARING INSTITUTION

LARGE SMALL SECURE
RULE Comp.| Non- | N/A |Comp.| Non- | N/A |Comp.| Non- | N/A
Comp. Comp. Comp.

{3) In existing facilities, fans and air handling equipment approved before
these rules take effect shall continue to be approved. Such equipment
shall be maintained in proper and safe working order . .....ccovveneans

Rule 555 Smoke barriers.

(1) Smoke barriers with a 1 hour fire resistant rating shall be provided on
each floor used for sleeping rooms for more than 24 residents, and
shall be so located as to form an area of refuge on either side that is
served with an approved means of egress. Barriers shall be as close
as possible to the middle of the fioor and shall exiend from the outside
wall to outside wall from floor through any interstical space to the roof
OF flOOF @BBOVE ..o e et

{2) Doors in the smoke barrier shall be at least C |abei fire doors
hung in labeled frames with self-ciosing devices. Where doors
without mullions are used, synchronization hardware and astragals
shall be instalied ..

{3) Doors in smoke barrier partition may be held open oniy by electric
hold-open devices designed so that interruption electrical current or
actuation of fire alarm. sprinkler system. or heat or smoke detector will
cause the release of the doors. The doors shall aiso be capable of
being opened and closed manually ...........cccooveevee i secee s ses e

Rule 557 Storage rooms.

Storage rooms larger than 100 square feet used for storing combustible
materials shall be separated from the rest of the building by construction
of at least 1 hour fire resistant rating ........cccccoevivreceeeerveercevect e

Rule 5569 Combustible storage.

(1) In a new, remodeled, or converted large or secure facility hazardous
areas and rooms for storage of combustibles, including janitor rooms
and closets except as provided by subrule (2), linen rooms except as
provided by subrule (2), shipping and receiving rooms, kiichens, storage
rooms, and maintenance shops shall be separated from the remainder
of the building by at least 1 hour tire resistant construction and shatl
be protected by automatic Sprinklers ........c.oocceevricrrceenmrnsirr e

{2) In a new, remodeled or converted large or secure facility, janitor rooms,
ciosets and linen rooms of less than 21 square feet do not require
automatic sprinklors when located on a corridor or in an area not usod
as part of a required means of egress or where these rooms or closets
are not on an egress corridor or where these rooms and closets are

on an egress corridor and the door to such is a B labeled fire door and
1ab@1ed FrAMO ...ocvvviirrrr i s et e s e se s e e e

(3) In existing facilities, combustible materials storage rooms and hazardous
areas including janitor rooms and closets, shipping and recsiving rooms,
kitchen storage rooms, and maintenance shops approved before these
rules take effect shall continue to be approved until the facility or
porticn thereof is remodeled ... e

Rule 660 Cooking appliances.
(1} Cooking appliances shall be suitably installed in accordance with
approved safety PractiCes ... e s

{2) Where metal hoods or canopies are provided aver domestic cooking
appliances they shall be equipped with filters which are maintained in
an efficient and clean condition ..........ccceeive i

O

l
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{(d) Fire extinguishing equipment for the hood and exhaust duct of a cooking
appliance shall comply with NFPA pamphiet no. 96, 1980 ...............

In existing facilities metal hoods and canopies approved before these
rules take effect shall continue to be approved until the portion of the
facility which incorporates the kitchen is remodeled or converted. Filters
in any such hood or canopy chall be maintained in an efficient and clean
CONAIGION ...t rr e nene s s s e aensnre e s s s es e b s e s e b bs s smsanans

Rule 562 Rubbish handling and incinerators.

In newly constructed, remodeled or converted large or secure facilitios
rubbish handling and incinerators shall comply with NFPA pamphlet no,
82, 1977. Rubbish chutes and refuse bins or rooms shall comply with the
provisions of this pamphlet for industrial type incinerators. Approved 2
bushel or less gas incinerators may be placed in an approved furnace
room and shall be equipped with an approved automatic 100% shutoff
control. Feeder doors shall be located in an enclosed sprinklered room
or compartment separated from other parts of the building by at least 1
hour fire resistant construction with openings to such rooms or
compartments protected by approved B-labeled fire door assembly and
labeled fre frame ... et e

In newly constructed, remodelod or converted large or secure facilities
rubbish chutes shall not extend less than 4 feet above the roof and shait
be covered by a metal skylight glazed with thin-pane glass. Sprinkler
heads shall be installed at the top of the rubbish chute and within the
chutes at alternate floors in buildings or more than 2 stories. The rubbish
shall enter into a separate room, closet or bin constructed of materials
having at least 1 hour fire resistant rating and protected with automatic
SPHNKIBN SYSIBM .....ooeo sttt e e

In new construction incinerator rooms shall have at least 1 wall on an
outside not exposing a closed CoUM ...

In an existing large or secure facility rubbish handling and incinerators
approved before these rules take effect shall continue to be approved
until the portion of the facility which includes rubbish handling facilities
or incinerators is remodeled ... e receee e

Rule 563 Laundries.

In newly constructed, remodeled, or converted iarge or secure facilities
with a laundry, the laundry shail comply with the following:

{a} Be located in a room constructed of materials having at least 1 hour
fire resistant rating with an approved automatic sprinkler system.
When the laundry is located in a nonresident occupied level a
sprinkler system Is not required when domestc laundry eguipment
I8 USEH 1ot ver s senras s e e s e me s e bab e s st e

LARGE SMALL SECURE
RULE Comp.| Non- | N/A JComp.| Non- | N/A |Comp.| Non- | N/A
Gomp. Comp. Comp.
(3} In a newly constructed, remodeled or converted targe and secured facitity
metal hoods or canopies over commercial cooking appliances, they shall
be designed and equipped in compliance with NFPA pamphlet no. 96,
1980, and comply with the following:
{(a) Filters shall be maintained in efficient and clean condition ........... |:| D E] D ]
(b) Only vaporproof electrical witing and equipment shall be permnted
in hoods or canopies . D D E:|
{c) Exhaust ducts from hoods which run through open spaces between
a ceiling and a fioor or roof or through any floor above, shali be
enciosed in 2 hour fira resistant construction ... E] D |:| |:| D

O
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{b) Have steam lines installed with a 1 inch clearance from combustibles ..
(¢) Have dryers of metal. Lint traps shall be cleaned frequently ............

(d) Have 100% automatic and manual shutoff controls for gas appliances
other than domestic laundry equipment which need only have manual
shutoff controls.................cccooeieeiiiii .

(e} Have adequate culside air for combustion ....._......cccoeeeeeeeeeeeeeeenn.

In a newly constructed, remodeled or converted facility, laundry chutes shall
be in compliance with all of the following requirements:

(a} Be enclosed in shafts of at lsast 1 hour fire resistant rating. if the shaft
extends through the roof of the building the top of the shaft shall be
covered with noncombustible material affording at ieast 1 hour fire
resistant rating. There shall be no openings into the shaft other than
those intended for the use of the laundry chute. Feeder doors shall be
located in an enciosed sprinklered room or compartment separated
from other parts of the building by walls, floors, and a ceiling having
at least a 1 hour fire resistant rating. Doors to such rooms shall be B-
labsled fire doors in labeled frames .........cccvcevvecveeenvcvesses e

(b) A sprinkler head installed at the top of the chute and within the laundry
chute at altemate floor levels in buildings over 2 stories...................

{c) Empty into a separate room, closet or bin constructed of materials
having at least 1 hour fire resistant rating and protected by automatic
SPANKIETS ..ot s s b aat e e emsens s smrnne

(d) Have an open vent at the top where the shaft extends through the roof,
a skylight glazed with ordinary glass which is not less than 10% of the
shaft area, or a window of ordinary glass which is not less than 10%
of the shaft area and which is set in the side of the shaft with the sill
of the wirdow not less than 2 feet above the roof and 10 feel from any
property line or other EXPOSUTE ...

In existing facilities laundry facilities and laundry chutes approved befora
these rules take effect shall continue to be approved until the facility is
converted or a portion of the facility which includes the laundry facility or
Chute IS remMOTEIBd ......c..cor ettt et

Rule 564 Motor vehicle housing.

A motor vehicle or gasoline powered eguipment or device which may cause or
communicate fire and is not necessary for the personal care of rasidents shall nat ba
stored within a facility unless the area housing such equipment is separated from the
rest of the facility by materials having at least a 1 hour fire resistant rating............

Rule 568 Garagas.

)

@

3

@

Garages located beneath a facility shall have walls, partitions, floors and
ceilings separating the garage space from the rest of the facility by
construction of not less than 1 hour fire resistant rating ..........cccccceevrrrn,

In newly constructed, remodeled or converted facilities a garage located
beneath the facility shall be sprinklered ................ccoocveveivieenssneecievene

Garages attachad to a facility shall be completely separate from the
rest of the facility by construction with not less than 1 hour fire resistant
FAUHNG et g e s

In all new, remodeled or converted facilities the sille of all door openings
between the garage and breezeway or garage and facility shall be at least
4 inches above the garage floor ... i e aee s

[l
[l
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LARGE SMALL SECURE
RULE Comp.! Non- | N/A JComp.| Non- | N/A JComp.| Non- | N/A
Comp. Comp. Comp.

(5) In existing faciliies garages located beneath or attached to the facility
approved before these rules take effect shall continue to be approved until
the facility is converted or a portion of the facility containing the garage is

FEMOURIE ..iviviiisiisiiisiis s r et essn e ns e smroe e nens e s eme e asesranssesnssnsessin |:| D D D D D D D D

Rule 568 Assemblage area.

A resident use assemblage area in a newly constructed or converted facility shall
comply with the requirements of R28.101 to R28.112 govemning places of public
assembiage. Each door of an assemblage area occupied by residents shall enter
a corridor between exits or shall have direct egress to the outside. In existing
faciliies, assemblage areas approved before these rules take effect shall continue

to be approved until the areas are remodeled or converted ...........cceevveeeveeenens |:| D D D D D D D L—_l

RECOMMENDATION

RECOMMENDATION (If you have any questions concerning this report, piease contact the inspecting person named below).
A. [ This facility has been determined to be in substantial compliance.
B. [J Because of the above listed deficiencies, temporary approval is recommended until next renewal inspection and report.

c. d Because of the above listed deficiencies, temporary approval is recommended until (date).

D. [ This facility has been determined to be in substantial non-compliance. Approval is not recommended.

14. NAME OF INSPECTING PERSON (Print or type) 15. TELEPHONE NUMBER
{ )
16. FACILITY ADDRESS (Number, Street) CITY ZIP CODE
17. SIGNATURE OF INSPECTING PERSON 18. DATE OF INSPECTION
AUTHORITY: P.A. 116 of 1973 The Department of Consumer & Industry Services will not discriminate against any individual or group because of race,
COMPLETION:  Required. sex, religion, age, naticnal origin, color, marital stalus, handicap, or political beliefs. If you need assistance with reading,
CONSEQUENCE: License may be denied. writing, hearing, etc. under the Americans with Disabilities Act, you may make your needs known to this agency.
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